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WEIGHWIZ 

Solve your load receiv ing puzzle  
wi th WeighWiz 

The Weigh Scale/Station Wizard 
is a real-time data col lection and 
management system. A choice 
between attended or unattended 
modes gives you total control 
over how you operate your weigh 
stations.  

WeighWiz accurately records the 
true load weight as a truck 
passes over a weigh station 

scale, and associates the load with a specif ic con-
tractor, truck, destination, or other user-def ined 
enti ties.  

WeighWiz is ful ly customizable, and i ts automated 
features make i t especial ly useful for remote areas, or 
during off-peak times when a weigh master may not 
be present. WeighWiz administration settings al low 
an authorized user to quickly switch from attended 
weigh-master mode to secure, unattended driver 
mode. The versati l i ty of WeighWiz software enables 
you to operate the weigh station to sui t your changing 
needs and operational requirements.  

Features 
Ful ly customizable 
Ful l audit controls 
Automatical ly records up to two scale weights 

Automated and unattended weighing module 
option 
User-def inable auto-tare and weigh-out schedule 
Associates each load with destination, ticket 
number, in/out date and time, in/out weigh, truck 
identi f ication and conf iguration, as wel l as other 
user-def ined f ields 
Associates the load with contractors such as 
haulers, loggers, fel lers, skidders, and more 
Interfaces with information-entry hardware 
including touch cards, bar codes, and smart cards 
Ful ly multi l ingual interface displays messages in 
French, Spanish or Engl ish 
Prints weight certi f icate at weigh-out, and 
optional ly prints yard pass at weigh-in 
Al lows editing of al l transaction data except 
weight data af ter load entry 
User-conf igurable interface for many scales and 
scale bureaus 
Multiple, user-def ined truck conf igurations al low 
for accurate calculation of axle loading 
User-def ined unattended, timed master table 
download and upload to and from remote si tes 
Maximum data processing and connectivi ty 
options 
Transmits data via modem, LAN, internet, or 
diskette 
Col lects overweight truck data for dif ferent 
seasons 


